
UNCLASSifiED R ad i o-Re c e ivers 

March 1957 RADIO RECEIVING EQUIPMENT SLR-H 

Radio Receiving Equip.ent SLR-H 

FUNCTIONAL DESCRIPTION 

Th e SLR-H ( Sc o t t  R a d i o Labor a t o r i e s ) i s  

s u i ta b l e  and i s  p r i ma r i l y  i n t e n d e d  for  u s e  

a bo ar d  m a r i n e  ves s e l s  o f  a l l  t ype s ,  bu t i s  

e q u a ll y  s u1 t ab l e  f o r  u s e a t  r a d i o  s h o r e  

s t a t i on s. 
I t  i s  spe c i f i c a l l y  d e s i gn e d  t o  p r ov id e  

op t i mum per formance a n d  h i gh qu a l i ty recep t i on 

o f  v o i c e  o r  t o n e  m odu l a te d  a n d  c on t in u o u s  

w av e  r a d i o  fr equen cy s i gn a l s ,  i n  t h e  f r e 

q u en c y  r an ge s  o f  0. 5 3  t o  1. 6 0  a n d  5 . 5 5 t o  

1 50 6  megacyc les , b y  h e a d  t e l ephone o r  l oud-
speaker  me th· ods . 

HF OSC I LLATOR R AD I ATI ON :  4 0 0  uw a t  a n y  
f r e q u e n c y. 

UND I STORTED OUTPUT ( MAX): Appr o x  1 9  W w i th 

3 %  d i s t o rt i on measured a t  400 cps a c r o s s  

6 0 0  ohms l o a d  i mpedance.
· 

LOUDSPEA KER DATA: Pe r m a n e n t  m a gn e t  t ype 

w i th 600 ohm m a t c h i n g  trans former. 

AN1ENNA DATA 

TYPE: 50 to 200 f t  s i ngle  w i re or b a l an c ed 
feed- l ine. 

POWER REQUIREMENTS : 1 10 to 1 2 5  v ,  58 t o  62 
cps ,  s in g l e  ph , 0. 8 2  amps at  1 1 5  v,  9 5  W 

a t  l l 5  v. 

MANUFACTURER'S OR CONTRACTOR'S DATA 

E. H. S c o t t  R a d i o  L a b o r a t o r i e s , I n c; 

C h i c a go ,  I l l i n o i s. 

TUBE AND/QR CRYSTAL COMPLEMENT 

( 1) 6K7 ( 1) 6 J 5  
( 1) 6 SA7 GT ( 2) 6 SK7 GT 

( 1) 6 SH7GT ( 2) 6 SN7GT 

( 2) 6V6GT ( 1) 6 E 5  
( 1) 57 4G 

To t a l Tu b e s : ( 1 2) 

I t  i s  pr i ma r i l y  des i gned for top of t a b l e  
REFERENCE DATA AND UTERATURE 

o r  bench mou n t i n g. 

N o  f i e l d c h a n g e s  i n  e f f e c t a t  t i me o f  

p r epa r a t i on (7 Sep tember 19� 6). 

ELECTRICAL AND MECHANICAL CHARACTERimCS 

FREQUENCY RANGE 

BROADCAST nAND: 0. 53 to 1. 60 me. 

SHORT WAVE : 5. 5 5  t o  1 5 . 6  me i n  2 band s .  

�ECEPTION : Vo i c e  o r  tone modu l a ted and CW. 

TYPE R ECE IVER: Sup e r he ter odyne. 

POWER OUTPUT : 30 mw a t  phone j a c k. 

INTERMED IATE FR EQUENCY: 4 5 5  ± 1  kc, 

I F  R EJECTION: 7 5.0 db min . 

UNCLASSIFIED 

E . H. Sc o t t  R a d i o  Labor a tories , I nc. Tec hn i c a l  
Manu a l  for R ad i o  R e c e iving Equ ipmen t Mod e l  

SLR-H. 

TYPE CLASSIFICATION 

DESIGN COGNIZANCE BUSH IPS 
PROCUREMENT COGNIZANCE 

STOCK NO. 

1. 4 SLR·H: 



Radio-Receivers 

SLR-H RADIO RECEIVING EQUIPMENT 

EQUIPMENT SUPPLIED DATA 

QUANTITY 
1'£1 NAME AND NOMENCLATURE 

OVERALL DIMENSIONS 

(inches) EQUIPT 

1 Rad i o  Receiver S LR-H 
2 Technical Manuals 
1 Set Spare Tubes 

13-3 /4 X 18-1 /2 X 20-1 /2 

UNCLASSIFIED 

March 1957 

WEIGHT 

(lba.) 

104 

1 .  4 SLR-H: 2 UNCLASSIFIED 

.. 

) 



UNCLASSIFIED R a d i o •ReceiYera 

March 1957 

RADIO RECEIVING EQUIPMENT SLR-128 

N-103 

t07 

H-110 

Radio Receiving Eq�ip�LR-12B 

FUNCTIONAL DESCRIPTION 

The SLR·l 2B (Scot t  Rad io Labora tories ) is 
su i table and is pr imar i l y  in tended for use 
aboard mar ine vessels of all t y pes, bu t is 
e qual l y  s u i table for use a t  ra d io s hore 
s tat ions . 

I t  is s pec if ically des i gned to prov i de 
opt i mum performance and h i gh qual i t y  recept ion 
�f vo ice or tone mo dula te d  rad io frequency 
s i gnals, in the fre quency ranges of 0 . 5 3 to 
1 . 6 0 and 5 . 5 5  to 1 5 . 6  me gacycles , b y  head 
tele phone or louds peaker me thods . 

I t  is pri marily des i gned for top of table 
or bench moun t in g .  

No f ield c han ges in effe c t  a t  t i me of 
preparat ion (7 Sep tember 19 56). 

UNCLASSIFIED 

ELECTRICAL AND MECHANICAL CHARACTERimCS 

FREQ UENCY RANG E 
BROADCAST BAND : 0 . 5 3 to 1 . 6 0 me. 
SHORT WAVE BAND : 5 . 5 5 to 1 5 . 6  me in 2 

b ands . 
RECEPTION: Vo ice or t on e  modulated . 
POWER OUTPUT : 30 mw at phone jack . 
INTERMEDIATE FREQUENCY: 4 5 5  ±1 kc . 
IF REJECT ION: 7 5 . 0 db min . 
HF OSCI LLATOR RADIATION : 400  uw a t  any fre· 

quenc y .  
UNDISTORTED OUTPUT(MA X ) :  A p prox 1 0  w w i t h  

3% d is tort ion m6asured a t  4 0 0  cps across 
600 ohm load i mpedance . 

LOUDSPEAKER DATA: Permanen t magn e t  t y pe w i t h  
6 0 0  o h m  matching transformer . 

ANTENNA DATA 
TYPE: 50 to 200 f t  s in gl e  w ire or balance d  

feed -l in e .  

1.4 SLR-128: 



Radio-Receivers 

SLR-128 RADIO RECEIVING EQUIPMENT 

UNCLASSIFIED 

March 1957 

POWER REQUIREMENT S: 110 to 125, 58 to 62 
cps, single ph, 0.82 amps at 115 v, 95 W 

at 115 v. 

MANUFACTURER'S OR CONTRACTOR'S DATA 

E. H. Scot t Radio Laboratories, Inc., 
Ch icago, Illinois. 

TUBE AND /OR CRYSTAL COMPLEMENT 

( 1) 6K7 
(1) 6J5 
(1) 6SA7GT 

(2) 6K7GT 
(1) 6H6GT 
(1) 6JSGT 

(1) 6SN7GT 
(2) 6V6GT 

Total Tubes: (12) 

(1) 6E5 
( 1) 5U4G 

REFERENCE DATA AND UTERATURE 

N AVSHIPS 95274: Technical Manual for Radio 
Receiving Equipment Model SLR-128. 

TYPE ClASSIFICATION 

DESIGN COGNIZANCE 

PROCUREMENT COGNIZANCE 

STOCK NO. 

EQUIPMENT SUPPLIED DATA 

QUANTITY 

PER NAME AND NOMENC�TURE 

EQUIPT 

1 Ra dio Receiver SLR-128 

1 Loudspeaker SPM-12 

2 Technical Manual 

1 set of Spare Tubes 

1 connecting Plug, Antenna 

1.4 SLR·12B: 2 

OVERAll DIMENSIONS 

(inches) 

13-3/� X 18-1/2 X 2Q-1/2 

9-3/� X 1�-3/8 X 1�-3/8 

WEIGHT 

(lba.) 

10� 

28 

UNCLASSIFIED 


